
LIMestone PLaster ULtra-HIgH-PerForMance cLaddIng

™



Naturally weatherproofs the building without 
the use of any moisture barriers.
thermocromex™ is a high-performance, limestone plaster cladding that can be applied 

to virtually any substrate. these include cMU, frame/sheathing, tilt wall, poured-in-place 

concrete and lightweight blocks/cement. It has been successfully specified and used for 

over 25 years.

thermocromex delivers a vibrant, permanent finish requiring no other coloring or 

topcoat. the alkali- and UV-resistant pigments will not fade over time; the finish is both 

weatherproof and breathable. Minimal maintenance is required to preserve the original 

appearance, year after year.

20-year performance warranty covers keeping 
out rain, delamination, etc.
thermocromex can be seamlessly applied, achieving almost any texture and duplicating 

the “look” of natural stone (including smooth finishes). extensive custom colors are 

also available. It comes pre-mixed for ease of installation. thermocromex doesn’t 

develop shrinkage cracks like other materials. Its superior formulation is backed by a 

comprehensive 20-year performance warranty.
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Performance Characteristics
 Exceptional vapor permeability, will not trap moisture

 Air permeability 100% better than new ASHRAE standard  
 for air barriers

 Integral color using only non-fading inorganic pigments

 Naturally weatherproofs the structure, no moisture  
 barriers required

 No shrinkage cracks

 Low modulus of elasticity, very flexible

 Passes accelerated weathering and wind-driven rain tests

 No negative effects from exposure to salt fog 

 20-year comprehensive performance warranty

 Easily applied to multiple substrates, even over brick

 Very low capillarity, non-water absorptive

 Outstanding performance in any climate, from -50°F to +120°F

 Product life expectancy is multi-generational

southwest Progressive enterprises is the exclusive distributor for thermocromex in north america, south america,  
central america and the caribbean. Please call us for further information or visit our website at www.thermocromex.com.

Never has to be recolored for the life  
of the building.
thermocromex is cost-comparable to eIFs or stucco. the finish, which 

requires extremely low maintenance, incorporates non-fading pigments  

with a 1,000-year life expectancy! 

LeeD v4: potential 45 points in 8 
categories. No chemical additives 
or impurities.
In areas where harsh weather or pollution destroys the appearance of 

other typically used materials and finishes, thermocromex preserves the 

environment with the use of natural components and, importantly, it contains 

no harmful Vocs.

replicating the look of natural stone 
and precast stone/concrete with various 
colors … at a fraction of the cost.
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Thermocromex, the optimal choice for aesthetics and endurance.

Corporate  Headquarters
10920 Alder Circle

Dallas, Texas 75238

Tel: 972.424.8280
Fax: 972.423.3253
Toll Free: 800.780.7731

www.THermoCromex.Com

 Uses only non-fading inorganic   
 pigments requiring no topcoat  
 or recoloring
 Superior endurance with no    

 shrinkage cracking
 LEED v4 — potential 45 points  

 in 8 categories
 R-value is over 5 times greater   

 than stucco
 Compatible with nearly any substrate

 Proven durability in extreme    
 temperatures
 Controlled premix helps prevent 

 finish failures
 Extensive design possibilities and   

 finish textures with scored joints
 Custom colors available
 20-year performance warranty

Original building designs for Florida International University’s (FIU) Science Classroom Complex 

specified pre-cast concrete to match the design aesthetics of adjacent buildings. When pricing 

came in over budget, Thermocromex was selected due to its capabilities to perform in any climate 

zone … and duplicate the look of pre-cast at cost savings of 60%!

Florida International University, Miami, FL





PRODUCT COMPARISON GUIDE

THERMOCROMEXTM  STUCCO

Weatherproofing

Naturally weatherproofs the building without the 
use of any moisture barriers.

20 year Performance Warranty includes keeping 
out the rain.

Is an absorptive cladding and per the largest 
stucco association in the country, "moisture 

saturates approximately 1/16" - 1/8" per hour 
during heavy precipitation."

Recoloring & 
Maintenance

Integrally colored using only non-fading inorganic 
pigments and never has to be recolored for the 

life of the building.

Repainting and recoating is required on a 
consistent basis. Repairing cracks are not only 
very noticeable but if left unattended can cause 

serious mold/mildew issues.

LEED Potential of 45 points in 8 categories. No 
chemical additives and no impurities. Potential of 3 points in 2 categories.

Vapor 
Permeability

Exceptional vapor permeability (84 perm rating) 
allows moisture trapped in the building envelope 
to breathe and dry out, eliminating mold/mildew 

issues.

Does not breathe. Traps moisture in the building 
envelope creating decay, mold/mildew and 

lawsuits.

Air Permeance
Outstanding air barrier that tested 100% better 
than the new ASHRAE-IECC standards for air 

barriers.

Requires the use of a separate air barrier to 
minimize air & moisture intrusion.

Cracking No shrinkage cracking. No thermal expansion. 
No control joints required.

Known to crack and requires the use of control 
joints. Extensive shrinkage cracking.

Warranty
20 year performance warranty which is the best 
in the industry and covers keeping out the rain, 

delamination, etc.

Varies from none to 5 years maximum and for 
"manufacturers defects" only.

Efflorescence
No efflorescence as product contains no 

impurities that would allow it to form. Unaffected 
even in marine/salt air environment.

Materials containing Portland Cement are 
susceptible to efflorescence which damages the 
substrate & finishes especially in marine/salt air 

environments.

Patchability
Most textures can be readily patched and the 
use of non-fading pigments allows for future 

color matching.

Extremely difficult to patch and patches are vey 
noticeable.

Flame Non-combustible per ASTM E-136 and can be 
used on all wall assemblies. Must be designed and built exactly as tested.

Design 
Capabilities

Able to duplicate the look of natural stone, 
precast stone/concrete with multiple colors. 

Unlimited textures from smooth to rough split 
face textures.

Limited to single colors and medium to rough 
textures.

Product Life 
Expectancy

1,000 years 20-30 years depending on climate zone. Ongoing 
maintenance with recoloring and repairing cracks.

OVER FOR EIFS COMPARISON



 PRODUCT COMPARISON GUIDE

THERMOCROMEXTM EIFS

Weatherproofing

Naturally weatherproofs the building without the 
use of any moisture barriers.

20 year Performance Warranty includes keeping 
out the rain.

Relies on a perfect barrier system to keep water 
out and with so many entry points this is an 
unrealistic expectation. All caulk joints will 

eventually fail. Most require a drainage system 
because of poor performance.

Design 
Capabilities

Able to duplicate the look of natural stone, 
precast stone/concrete with multiple colors. 

Unlimited textures from smooth to rough split 
face textures.

Limited to single colors and medium to rough 
textures.

Recoloring & 
Maintenance

Never has to be recolored and no scheduled 
maintenance.

Ongoing maintenance issues with sealants/caulk 
joints, repairing stress cracks, holes in surface, 

proper surface cleaning, etc.

LEED Potential of 45 points in 8 categories. No 
chemical additives and no impurities.

Includes rasping of the foam board allowing 
thousands of pieces of foam to enter into the 
environment which are not bio-degradable for 

hundreds if not thousands of years.

Abuse Resistance
Very abuse resistant and per ASTM D2794 
withstood over 140 lbs of impact in a 1 inch 

square area before showing any marks.

Easily damaged due to storms, birds, ants or 
pedestrian traffic. If a thicker mesh is used it 

reduces the elasticity of the system creating more 
cracking.

Vapor 
Permeability

Very breathable with a perm rating of 84 allowing 
any incidental moisture to breathe and dry out 
eliminating mold and mildew issues. Product is 

inorganic.

Traps moisture in the building envelope creating 
building component degradation, mold/mildew and 

lawsuits.

Warranty
20 year performance warranty which is the best 
in the industry and covers keeping out the rain, 

delamination, etc.
5 to 10 years and covers blisters and flaking.

Patchability
Most textures can be readily patched and the 
use of non-fading pigments allows for future 

color matching.

Extremely difficult to patch and patches are vey 
noticeable.

Flame Non-combustible per ASTM E-136 and can be 
used on all wall assemblies. Must be designed and built exactly as tested.

Buildability
Pre-mixed bag product and QSP program allows 

for easy application and single source 
responsibility.

To perform properly, EIFS requires perfect 
materials and perfect workmanship amongst 

multiple trades.

Cracking No shrinkage cracking. No thermal expansion. 
No control joints required.

Deteriorates in an alkaline environment. All EIFS 
lamina cracks over time and the only difference is 

length of time and the climate zone.

Termites No effect Usually undetectable and the foam is easy to 
tunnel into allowing easy access into the building.

Product Life 
Expectancy

1,000 years
20 - 30 years only if ongoing maintenance for 

sealant/caulk joints and damage is repaired on a 
consistent basis.

OVER FOR STUCCO COMPARISON



One of the many unique qualities of 
Thermocromex is its ability to easily create 
scored joints to achieve the look of natural stone 
blocks of any size and shape. The image on the 
left shows just a few of the scored joints that can 
be achieved which are commonly used for design 
aesthetics in creating block panels, chamfered 
stone, day joints etc.  Scoring  joints in 
Thermocromex is easy to complete and doesn’t 
require any power tools. Simply lay a straight 
edge on the joint location and scrape the material 
with the hand tool shown to reach the desired 
depth for both vertical and horizontal block joints. 
The ability to duplicate the look of almost any 
natural stone, precast stone or precast concrete 
can result in substantial savings exceeding  
$25 to $150 per sqft. 
 

SCORED JOINTS 

www.thermocromex.com 




